


Pipe type which is resistant

to wind and gap of air pressure —|  ,

Gap caused by the wind is prevented.
High airtightness is realized thanks to
air-tight structure.

Motor box
Side frame
Air tight seal

High insect and dust control

Opening time can be shortened
and change of indoor environment
can be controlled to a minimum.

Opening

and 2
closing m/sec. |
s peed *only R054 and R109 ’/' !

Effective on saving electricity

Well-lighting sheet which keeps indoor lighted
when the shutter is closed.

High air conditioning effect by automatic operation

Transmittancy
of Clear sheet

E 8 /o *Image is the clear sheet in happy gate G series.

TN . . .
Suitable for the partition between inside and outside,
and for insect and dust-control thanks to ﬁigﬁ airtigﬁtness.

Compact outiook
Compact built-in the frame g==m S
Smart installation without Built-in

preventing working
environment

i " Conventional model

Bl Countdown monitor
| Show the time

counting to start closing

| — Silent operation ﬁ
Silent operation is realized

thanks to the roller unit with

rubber ring, which can protect

abrasion of the sheet by friction.

Bottom pipe cushion structure

Impact when contact is eased
and damage is prevented
thanks to the bottom pipe with
cushion structure.

High tension pipe
Cushion

Roller

*Image shows the case of contact.

Interlock with facilities can contribute to
saving electricity, efficiency of the work,
and quality management.

wighly-concentrated
capsaicin is
combined.

. Rat-control
bottom sheet

interlock Interlock with the Conveyer:




